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ABSTRACT

Stickies have a higher coefficient of thermal expansion than water, and their specific gravity
changes with temperature. If a pair of identical cleaners is operated at two different
temperatures, then the stickie will have a different specific gravity in each cleaner, and its
likelihood of rejection will increase. This study evaluates the efficiency of stickies removal
through a pair of reverse cleaners maintained at different temperatures. The results of three pilot
trials demonstrated that cleaning efficiency improved significantly when two cleaners were run
at a temperature difference of 10°F. Cleaning efficiency was much poorer for a mixture of
stickies than for a single stickie. This is attributed to reagglomeration of stickies. Two or more
stickies can combine to form mixtures of varying specific gravity, many of which will be of near-
neutral buoyancy and thus transparent to the cleaners. This implies that cleaners will function
best with relatively clean stock containing only a few different types of stickies.

INTRODUCTION

Stickies are unlike most types of contaminants in the paper industry. When an ink speck is
broken in half with a kneader or disk disperser, it will stay broken. This is not the case with
stickies, which can re-form or reagglomerate. There is a perception in industry that screens work
better than cleaners do. Operationally, this may well be correct; some mills that have cleaners
installed no longer choose to run them. The physics of cleaning is more complex than that of
screening, and our understanding of the cleaning mechanism is incomplete. As a result, cleaner
performance can be unpredictable. There is, however, a good reason for continuing to clean.
Screens have an inherent limitation: Small particles that pass through screens can later
agglomerate to form larger particles. Cleaning offers a different dimension, and a combination of
screens and cleaners should lead to better decontamination than would screens alone. While
screens will probably remain the first line of defense, cleaners have a place in at least those
recycle operations that require the highest product quality.

Since stickies are organic compounds, their coefficients of thermal expansion are usually higher
than that of water (1). Hence, when a stickie/water suspension is heated, the stickie will expand
to a greater degree, and its specific gravity will decrease. A stickie in a lightweight mode when it
passes through the forward cleaners and in a heavyweight mode when it traverses the reverse
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cleaners will not be removed. We could heat the stock and make the stickie material lighter, but
this would move some of the stickies into the neutral density range, where cleaners are
ineffective. Consider a situation where the stock is run through a series of cleaners, and the
temperature is changed between passes. In the first set of cleaners, the lightweight (or
throughflow) and heavyweight particles will be removed, leaving the contaminants with a
specific gravity of between 0.985 and 1.015 g/cm3 (2). If the slurry is now heated, the remaining
neutral-density contaminants will be changed to a lower density. As a result, some of them will
be removed from passage through a second set of lightweight cleaners. Hence, “temperature
mismatching” should increase cleaner efficiency (3). A schematic is provided in Figure 1. In this
paper, we validate the concept through three pilot trials run at Beloit Corp.’s facility (Pittsfield,
MA).

Figure 1. Schematic of the temperature-mismatching strategy.

EXPERIMENTAL

Stickie suspensions were prepared by spreading the material on copy paper and blending with
water at 140°F for 10 min. Disintegration of the stickie alone leads to rapid reagglomeration. The
presence of fibers interrupts the collision frequency of the stickie particles and inhibits
recombination (4). The suspension was then added to 10 lb of bleached hardwood virgin kraft
stock at 0.8–0.9% consistency and stirred for 10 min to ensure uniform mixing. The stock was
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pumped through either a sequence of a forward and throughflow cleaner (Trial 1), or through
reverse cleaners (Trials 2 and 3). The flow vs. pressure for the forward and throughflow cleaners
are illustrated in Figure 2 and Figure 3, respectively. For the first two trials, handsheets
prepared from the several fractions were analyzed either manually at IPST or through image
analysis at Beloit. For the third trial, a Pullmac 0.004-in. screen was used to isolate the stickies.
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Figure 2. Flow vs. pressure drop for the forward cleaners.
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Figure 3. Flow vs. pressure drop for the throughflow cleaners.
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RESULTS AND DISCUSSION

Trial 1

The stickies used comprised two ethylene vinyl acetate (EVA) glue sticks of ρ=1.01 at room
temperature, and two sticks (impregnated with metal specks) of overall ρ=1.4. The system was
brought to 120°F, and the entire stock was pumped through a forward and a throughflow cleaner
in series. The rejects were discarded, and 10 handsheets were prepared from furnish taken from
the feed and accepts streams. These handsheets are called the 120F samples. The stock was then
recirculated through the cleaners; handsheets prepared from the feed and accepts are called the
120F/120F samples. The rejects were returned to the stock, so that the stock was equivalent to
the accepts from the first pass through the cleaners. The temperature was then raised to 130°F,
the stock was pumped through the cleaners, and the feed and accepts were again sampled. The
resulting handsheets are termed the 120F/130F samples. Hence, the 120F/120F samples refer to
material passed through two sets of cleaners kept at 120°F, while the 120F/130F samples reflect
stock cleaned sequentially at 120°F and 130°F. Comparison of the stickie counts in the
120F/120F and 120F/130F accepts should reveal whether or not the temperature difference
improves cleaning efficiency.

To establish counting accuracy, the counts in the forward cleaner accepts were compared with
the throughflow cleaner feed for each run. They should be equal, since the throughflow cleaner
follows the forward cleaner, and the samples should be equivalent. The results shown in Figure
4 for stickies of all sizes (0.002–5 mm2), and in Figure 5 for a larger subset (>0.04 mm2),
demonstrate this to be the case. The average deviation is 8%.

Figure 4. POSIFLOW accepts (black) and throughflow feed (hatched) for all stickies.
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Figure 5. POSIFLOW accepts (black) and throughflow feed (hatched) for stickies >0.04
mm2.

Results of image analysis of five handsheets are listed in Table I. Results from manual counting
of all 10 throughflow cleaner handsheets for stickies >1 mm are provided in Table II. Almost all
of these large stickies contained metallic specks from the higher-density glue stick.

POSIFLOW
(feed/accepts)

Throughflow
(feed/accepts)

All >0.04 mm2 All >0.04 mm2

120F 146/110 40/20 130/114 24/27

120F/120F 86/87 17/25 79/88 19/21

120F/130F 70/96 9/23 75/76 22/11

Table I. Results from image analysis.

The cleaning efficiency is quite low, not because of any shortcomings of the cleaners (which
have an acceptance window of at least ρ=0.985–1.015), but because most of the stickies fall into
this window. Since we are using mixtures of materials of different specific gravities,
reagglomeration will occur. We have recently shown (5) in mill trials that stickies reagglomerate
quite soon after the repulper, and that pure (i.e., single-component) stickies are rarely found
downstream in mills that use a complex furnish. When two stickies of different specific gravities
reagglomerate, they can form mixtures with a range of specific gravities, many of which will be
of near-neutral buoyancy and will be transparent to the cleaners.
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IPST (>1 mm) * Average

120F

  Feed 19, 25 22

  Accepts 14, 19 17

120F/120F

  Feed 19, 18 19

  Accepts 14, 14 14

120F/130F

  Feed 21, 17 19

  Accepts 8, 10 9

* Averaged from two independent analyses

Table II. Results from manual analysis of throughflow handsheets for stickies >1 mm.

Image analysis results from the second set of cleaners are presented in Figures 6–8. Consider the
Figure 6 results, which reflect all stickies, regardless of size. The 120F/120F and the 120F/130F
stickies counts are essentially the same, indicating that temperature mismatching does not
improve cleaning efficiency. However, it is evident from Table I that most of the stickies are
small, since the >0.04-mm2 stickies constitute only a small fraction of the population, and it is
known that cleaning efficiency is low for stickies smaller than about 0.2 mm2 (6). Hence, an
improvement is not expected for small stickies.

Figure 6. Throughflow feed (black) and accepts (hatched) for all stickies (image
analysis).
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For the larger stickies, the reduction in counts from the 120F feed to the 120F/120F accepts is
barely outside the average uncertainty of 8%, but the corresponding reduction to the 120F/130F
accepts is much larger at 54%, as seen in Figure 7.

Figure 7. Throughflow feed (black) and accepts (hatched) for stickies >0.04 mm2 (image
analysis).

Similar results are seen for the manual counts in Figure 8, where the corresponding reductions
are 23% and 59%, respectively. Hence, these results suggest that temperature mismatching
increases cleaner efficiency for the larger stickies.

Figure 8. Throughflow feed (black) and accepts (hatched) for stickies >0.1 mm (manual
counts).
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Trial 2

A different stickie (EVA hot-melt glue stick, Black and Decker 2 Temp) of specific gravity close
to one at the experimental temperature was chosen for this trial. The specific gravity at the
experimental temperature was determined as follows. A glue stick was added to cold water,
whereupon it sank. The water was then slowly heated, and the transition temperature at which
the stickie floated (i.e., when its specific gravity equaled 1) was 15°C. The values in Table III
were calculated assuming the coefficient of thermal expansion of the stickie was three times that
of water. This value has been determined for PVAc (1).

Temp.,
°C Temp., °F

Density of
water, g/cm3 *

Specific gravity of
stickie

40 104 0.9922 0.986

50 122 0.98804 0.978

60 140 0.9832 0.968

Table III. Specific gravity of the hot melt at different temperatures (7).

Four glue sticks were homogenized and added to stock, which was pumped twice through a
reverse cleaner at 92°F. It was then heated stagewise to 119°F and 129°F, and a portion was
cleaned at each temperature. The accepts and rejects streams were sampled during each pass.
Hence, the stock experienced reverse cleaning at 92F, 92F/92F, 92F/119F, and 92F/129F. In
contrast to the first trial, where the cleaning efficiency was poor, excellent cleaning was now
obtained. This reinforces the argument proposed above, that the cleaning efficiency for a single
stickie will be much higher than that for a mixture, since the system will be challenged with a
contaminant of a single specific gravity instead of a wide range thereof. The amount of stickie
carried through to the accepts was too small to allow a meaningful statistical evaluation to be
made. Nevertheless, the benefit of temperature mismatching could be estimated from the
handsheets made from the rejects stream, as seen in Figure 9. The 92F handsheet is the most
contaminated, demonstrating that most of the stickies are removed in the first pass. A small
amount of carryover material is present in the 92F/92F handsheet. The 92F/119F and the
92F/129F handsheets contain more stickies than the 92F/92F handsheet, indicating that
temperature mismatching increases removal efficiency. The stickies in the 92F/129F handsheet
are smaller than in the other handsheets, probably because the higher temperature breaks them up
into smaller particles.

92F 92F/92F 92F/119F 92F/129F

Figure 9. Stickies in handsheets prepared from the rejects stream.
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Trial 3

Since temperature mismatching seemed to be most effective for the larger stickies, a 0.004-in.
Pulmac screen, which would only isolate the larger stickies, was used in the third trial. The
cleaners were also run in 5°F increments to establish the minimum temperature required for an
improvement in efficiency. The stickies used comprised four EVA glue sticks (10 g) and 10 g of
cured Carbotac (an acrylate latex from B.F. Goodrich). The stock (with the stickies) was warmed
to 110°F and passed through a throughflow cleaner in the following sequence.

1. The entire stock at 110°F was cleaned with a throughflow cleaner. The handsheets sampled
are called the 110F sample.

2. A portion of the stock was recleaned through the throughflow cleaner at 110°F. The
associated 110F/110F handsheets represent sequential cleaning at 110°F.

3. The stock was warmed to 115°F and a portion cleaned through the throughflow cleaner. The
resulting 110F/115F handsheets correspond to sequential cleaning at 110°F and 115°F.

4. The stock was then warmed to 120°F and the entire stock passed through the throughflow
cleaner. The 110F/120F handsheets symbolize sequential cleaning at 110°F and 120°F.

5. The stock was warmed to 125°F and a portion cleaned through the throughflow cleaner.
Since the entire stock was cleaned in the preceding step, the 120F/125F handsheets prepared
represent sequential cleaning at 120°F and 125°F.

6. The stock was warmed to 130°F and a portion cleaned through the throughflow cleaner.
Handsheets prepared from these 120F/130F samples result from sequential cleaning at 120°F
and 130°F.

As in the first trial, the cleaning efficiency was quite poor, probably because a mixture of stickies
was used. The data provided in Table IV and Figure 10 shows that the feed:accepts ratios of the
110F, 110F/110F, and 110F/115F samples are similar. However, a clear improvement was
realized for the 110F/120F sample. No significant change is seen for the 120F/125F
measurement, but a dramatic improvement is observed at 120F/130F. It seems that an increase of
5°F is inadequate, but that a 10°F temperature difference improves cleaner efficiency quite
dramatically.

Sample Feed Accepts
Percent

reduction

110F 3785 2230 41

110F/110F 3850 2300 40

110F/115F 2670 1620 39

110F/120F 7715 1800 77

120F/125F 4280 4165 3

120F/130F 1655 90 95

Table IV. Pulmac analysis of stickies, mm2/kg.
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Figure 10. Pulmac analysis of stickies (black: feed, hatched: accepts).

SUMMARY

The overall cleaning efficiency was poor for the first and third trials, where two stickies were
used. However, cleaning efficiency was excellent for the second trial, where only a single stickie
was present. The specific gravities of the polymers were similar (except for the material
containing the metal specks used in the first trial), and the large difference in performance cannot
be due to differences in specific gravity. Rather, as discussed above, the potential for forming
mixtures with a range of specific gravity exists if the stickies reagglomerate, in which case
cleaning efficiency will decrease as the number of types of stickies in the system increases.
Cleaner specifications are usually defined with pure contaminants, and design efficiencies may
not be met in the field if a wide variety of contaminants is encountered. Cleaners will work best
when faced with a relatively clean furnish containing only a few types of stickies.

Temperature-mismatched cleaners improved removal of the larger stickies when a 10°F
difference was applied. A smaller difference is less effective, while a larger one may break down
the stickie into smaller particles, which is detrimental. The cost of implementing the temperature
difference will depend on whether or not waste steam is available. One newsprint mill estimates
the cost to be of the order of 1¢/ton/°F (8). The feasibility will also depend on whether or not the
temperature change can be tolerated in the process.
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